
#4 BARS CONTINUOUS

EXISTING

ROADWAY

CLEAN #57 STONE OR OTHER AGREED UPON AGGREGATE MATERIAL

DEPTH >6" UNLESS BUILDER ENCOUNTERS BEDROCK

TOP OF STONE BASE COURSE MUST NOT DEVIATE +/- 0.5"  FROM LEVEL

CROSS SLOPE: 1.5% DESIGN, 2% MAX

EXPANSION JOINT

(NOT REQUIRED IF

SIDEWALK AND CURB ARE

POURED MONOLITHICALLY)

4000 PSI P.C.C. - NO FLY ASH

4" SLUMP +/-1.0" | 7.5% AIR +/- 1.5%

NOTES:

1. Contractor may use fiber reinforced concrete in lieu of welded wire fabric in sidewalk structure.

2. Provide expansion joints (

1

4

" material min., caulked) where fresh concrete meets all existing concrete and structures.

3. Fine broom the sidewalk surface perpendicular to pedestrian path after bleed water has dissipated.

4. Cure the concrete with a pre-approved method appropriate for current weather (contact Engineering Dept. before ordering concrete for approval)

5. Saw cut contraction joints every 5'-0" O.C. after risk of raveling has dissipated and within 24 hrs of concrete placement

5.1. Cuts must be at least 1.5" deep and performed with a wet saw (2.5 GPM) if performed on dry concrete.

6. Sidewalk slabs may not be partially repaired; all slabs must be fully replaced from joint to joint.

WELDED WIRE FABRIC 6X6X6/6

2" MIN. CLEARANCE ALL SIDES

CONTINUE INTO CURB AND ATTACH TO #4 BARS IF MONOLITHIC

CONTRACTORS MUST SCHEDULE INSPECTION OF FORMS

AT LEAST 48 HOURS PRIOR TO ORDERING CONCRETE

#4 BARS AS REQUIRED

FOR SUPPORT
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2

" Radius
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AutoCAD SHX Text
STORMWATER INLET REMOVAL AND INSTALLATION NOTES 1) WHERE INLETS ARE TO BE REMOVED, CONTRACTOR MUST WHERE INLETS ARE TO BE REMOVED, CONTRACTOR MUST COORDINATE WITH MUB AND OWNER ON TECHNIQUES AND PROCEDURES FOR ABANDONMENT AND CAPPING OF ASSOCIATED LATERAL. 2) WHERE INLETS ARE TO BE INSTALLED, CONTRACTOR MAY USE A WHERE INLETS ARE TO BE INSTALLED, CONTRACTOR MAY USE A COMBINATION OF PRECAST AND CAST-IN PLACE ELEMENTS TO THE SPECIFICATIONS LISTED IN THE BID DOCUMENTS. INLETS MUST BE SET AT A GRADE SATISFACTORY TO MUB AND OWNER INSPECTORS. 3) WHERE INLETS ARE TO BE MAINTAINED AROUND NEW SIDEWALK, WHERE INLETS ARE TO BE MAINTAINED AROUND NEW SIDEWALK, CONTRACTOR MUST MAINTAIN INTEGRITY OF INLET AND RAISE LID/ADD RISERS AS NECESSARY AND SPECIFIED BY MUB.  
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1" lip between existing  pavement and top of curb

AutoCAD SHX Text
Curb extends 12" underground

AutoCAD SHX Text
6x6x6/6 welded wire fabric or #4 bars 12" o.c. all ways >2" clearance on all sides

AutoCAD SHX Text
Concrete same specifications as sidewalks except with the addition of 2% accelerator

AutoCAD SHX Text
Match grade and material of existing driveways 

AutoCAD SHX Text
Same specs as sidewalk aggregate base layer

AutoCAD SHX Text
Same reinforcement specs  as sidewalk curbs
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1.5% grade  (2% max)
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